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Introduction 
 
Within the Atmospheric Radiation Measurement (ARM) instrument network, several different systems 
often measure the same quantity at the same site.  For example, several ARM instruments measure time-
series profiles of the atmosphere that were previously available only from balloon-borne radiosonde 
systems.  These instruments include the Radar Wind Profilers (RWP) with Radio-Acoustic Sounding 
Systems (RASS), the Atmospheric Emitted Radiance Interferometer (AERI), the Microwave Radiometer 
Profiler (MWRP), and the Raman Lidar (RL).  ARM researchers have described methods for direct 
cross-comparison of time-series profiles (Coulter and Lesht 1996; Turner et al. 1996) and we have 
extended this concept to the development of methods for automated quality control (QC) of ARM 
datastreams. 
 
Automated Quality Control Using Climatologies 
 
The current data flow architecture at the Data Management Facility (DMF) does not allow direct cross 
comparisons to other data streams during the generation of quality checked (b-level) instrument data 
files.  At the moment when QC checks are performed, the availability of comparison data streams cannot 
be guaranteed.  In order to perform automated QC at the time of data ingest, another method is required. 
One method is to compare key values against historical ranges. 
 
For several ARM data sets, many years of observations are now available.  By analyzing the distribution 
of the observations over the life of the data stream, one can get a good feel for what is typical.  The 
historical record and statistics can be used to set appropriate limits for automated QC checks and we 
have implemented such checks into ARM’s Data Quality Health and Status (DQ HandS) system 
(Peppler et al. 2005).  But, when other sources of similar data exist, such as balloon-borne sondes in the 
case of atmospheric profiles, it is desirable to find a way to cross-check measurements against these 
supplementary sources. 
 
To do this, we have built sonde-based climatologies for each of the three fixed ARM sites.  Sonde data 
was collected from facilities at the North Slope of Alaska (NSA), the Southern Great Plains (SGP), and 
the Tropical Western Pacific (TWP).  We have also built a climatology for the National Weather Service 
sonde stationed at Barrow, Alaska.  These climatologies are stored using the NetCDF data format and 
contain monthly ranges, distributions, lapse rates, means and other statistical moments.  We do this for:  

1 



Fifteenth ARM Science Team Meeting Proceedings, Daytona Beach, Florida, March 14-18, 2005 
 

wind speed and direction (NSA and SGP), temperature, dewpoint, relative humidity, and calculated 
water vapor mixing ratio.  The statistics for each quantity are computed and stored by month and by 
50 m altitude bin, up to about 25 km.  
 
Figures 1, 2, and 3 display sample monthly profile distributions (January and July illustrated) for each of 
the atmospheric parameters of wind speed, temperature, and calculated water vapor mixing ratio 
respectively.  Our web-based NetCDF data viewer, NCVweb, was used to easily visualize the 
distributions from our lookup table, and to create these figures.  It can clearly be seen that there are large 
differences in these measurements at different times of the year and at various altitudes.  The existence 
and accessibility of these monthly statistics makes it possible to refine automated QC dramatically.  No 
longer must automated QC be restricted to checks comparing measurements to broad, all-encompassing 
min/max/delta limits. 
 

 

 
 
Figure 1.  Monthly statistics for SGP wind speed profiles were calculated for 50 m altitude bins based 
on 5,068 sonde balloon launches between 01 April 2001 and 15 October 2004.  Displayed are profiles 
for the months of January (top) and July (bottom). 
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Figure 2.  Monthly statistics for SGP temperature profiles were calculated for 50 m altitude bins based 
on 10,038 sonde balloon launches between 11 April 1994 and 07 June 2004.  Displayed are profiles for 
the months of January (top) and July (bottom). 
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Figure 3.  Monthly statistics for SGP water vapor mixing ratio profiles were calculated for 50 m altitude 
bins based on 10,038 sonde balloon launches between 11 April 1994 and 07 June 2004.  Displayed are 
profiles for the months of January (top) and July (bottom). 
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We have implemented software to use our sonde-based climatology database and perform cross 
comparison quality checks with various ARM profiling instruments.  To date, we have automated 
routines to provide these additional checks for profiles from AERI, RASS, and RWP.  Figure 4a 
demonstrates this technique for RASS temperature data, and Figure 4b demonstrates the technique for 
RWP wind speed data.  Instrument data is compared against average sonde profiles for any given 
measurement as a function of month and height.  If the value falls outside an acceptable range (e.g. four 
standard deviations from the mean), the value is flagged as a potential min or max outlier.  In addition, 
observation (or retrieval) lapse rates are compared against historical sonde lapse rates.  If the value falls 
outside of an acceptable range, determined by the climatology, the value is flagged as failing delta 
check. 
 

 

 
 

Figure 4.  Monthly statistics for SGP temperature profiles were calculated for 50 m altitude bins based 
on 10,038 sonde balloon launches between 11 April 1994 and 07 June 2004.  Displayed are profiles for 
the months of January (top) and July (bottom). 
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Figure 5.  Monthly statistics for SGP water vapor mixing ratio profiles were calculated for 50 m altitude 
bins based on 10,038 sonde balloon launches between 11 April 1994 and 07 June 2004.  Displayed are 
profiles for the months of January (top) and July (bottom). 
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Figure 6.  (a) For the month of August, the solid green line depicts the average temperature profile as 
reported by the sonde at the SGP site.  The red dotted lines mark the spread of sonde values out to 
four standard deviations from the average.  On 1 August 2003, RASS temperature data (purple stars) 
were compared against the sonde climatology, and out of bound values were flagged (red stars).  
(b) For August, the solid green line depicts the average wind speed profile as reported by the sonde at 
the SGP site.  The red dotted lines mark the spread of sonde values out to four standard deviations 
from the average.  On 1 August 2004, RWP wind speed data (purple stars) were compared against the 
sonde climatology, and out of bound values were flagged (red stars). 
 
Although ARM does not currently capture these additional flags into the NetCDF files distributed to 
users, the metrics based on these flags can be viewed at http://dq.arm.gov/.  The total number of failing 
values for any given hour is divided by the total number of observations during that hour to give an 
hourly percentage of failing values for display with DQ HandS.  Statistics are also calculated for missing 
and not available values.  
 
Summary 
 
This method complements existing quality checks for instrument data by enforcing seasonal rules for 
data range and rate of change, based on independent references.  This method is more useful for 
automated QC than direct comparison methods because the procedure does not require immediate 
availability of other datastreams.  Because the ARM data flow architecture does not allow for direct 
cross comparisons to other data streams, this method will be especially valuable if implemented as part 
of the production data ingest.  The additional QC information is currently saved into files on the DQ 
computer at the DMF, and is made available for display by the DQ Health and Status Explorer.  
 

7 

http://dq.arm.gov/


Fifteenth ARM Science Team Meeting Proceedings, Daytona Beach, Florida, March 14-18, 2005 
 

Acknowledgments 
 
This research was supported by the Office of Science (BER), U.S. Department of Energy, Grant Number 
DE-FG02-04ER63864. 
 
Point of Contact 
 
Sean Moore, sean.moore@arm.gov, (805) 963-8761 ext 243 
 
References 
 
Coulter, RL and BM Lesht.  1996.  “Results of an Automated Comparison Between Winds and Virtual 
Temperatures from Radiosonde and Profilers.”  In Proceedings of the Sixth Atmospheric Radiation 
Measurement (ARM) Science Team Meeting, DOE CONF-9603149, March. 
 
Peppler, RA, KE Kehoe, KL Sonntag, ST Moore, and KJ Doty.  2005.  “Improvements to and Status of 
ARM’s Data Quality Health and Status System.”  In Proceedings of the Fifteenth Conference on Applied 
Climatology, Meeting of the American Meteorological Society, June. 
 
Turner, DD, TR Shippert, JC Liljegren, Y Han, and ER Westwater.  1996.  “Initial analysis of water 
vapor and temperature profiles retrieved from integrated ground-based remote sensors.”  In Proceedings 
of the Sixth Atmospheric Radiation Measurement (ARM) Science Team Meeting, DOE CONF—
9603149, March. 

8 


	Instrument Cross-Comparisons and Automated Quality Control o
	Introduction
	Automated Quality Control Using Climatologies
	Summary
	Acknowledgments
	Point of Contact
	References



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


